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In the March issue 
Page 2&3:  Working on the Simpson 

Page 4:        New and more 

Page 5:            20% for the Simpson 

Page 6&7  Out on Display 

Page 8:        Volunteer hours for 2019 

Page 9:        T-Shirts  

Page 10:      Historic photo for March 

Please note that our Easter Open House has been canceled.  
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Working on the Simpson 
 Even in the rainy weather much of the focus this winter has been on track repair in the Sort 

yard.  Those repairs concentrated on the loop track. The loop track takes off just after  you cross 

Harts Lake Rd  just as the track enter the Sort yard. The track loops to the south and follows the 

southern boundary until it turns back north and reconnects with the main one the West end of the 

Sort yard.  That loop around the Sort yard is the basis of the tracks nickname of ñthe loop trackò.  

Some time in the not so distance past two sections where removes, one not so neatly with a bull-

dozer,  for creation of a settling pond.  Reconnecting the loop track offers a unique loop for speed-

er operations during fundraisers and to enhance future opera-

tions.  First up was the removal of  a short unusable stub track 

that provided the needed rail and hardware for the planned re-

pairs.  The first repair was a fairly simple rail replacement for 

one that had been broke and  removed some time ago.   

Above: Cory and Michael pull 

spikes before removing a rail.  

Right:  Rail  replacement ar-

ea.  

Far Right: After bolting the 

rail in place it is gauged and 

spiked in place. Here Cory 

takes his turn with the spike 

maul.  

Dale Campbell photos! 


